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Our company has a total of 8 types of selection manuals, as follows:  
 
1.Miniature rectangular electrical connector selection manual  
 
2.Printed circuit connector selection manual  

3.Circular electric connector selection manual  

4.Rf connector selection manual  

5.LRM Series modular connector selection manual  
 
6.VPX high -speed connector selection manual  
 
7.Push-pull self - locking connector selection manual  
 
8.Glass sintering connector selection manual  
 
 
 
 
 
 
 

The selection manual is only for the reference of selection and contract signing, and cannot be used as the basis for product  design and 
acceptance.Please refer to the actual consultation, contract, and related technical specifications.  
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J63A series smaller rectangular electrical connector  

 Brief introduction of characteristics  
 
 
 
Core number: 9, 15, 21, 25, 31, 37, 51, 65, 69 core nine specifications  

Using twisted wire elastic nanopin (commonly known as twist needle), the spacing is 0.635mm, and the outline size is small  

Plugs and sockets are generally connected by screws and nuts, and are inserted and removed gently and locked reliably  

It is suitable for interconnection of various electrical circuit systems with high density, miniaturization, lightweight and high reliability 
requirements, and meets the needs of lightweight and miniaturization of the system  

The end of the twist needle is a plug, and the end of the jack is a socket; The one with locking screw is free end, and the o ne with  
connecting nut is fixed end; The conventionally paired free ends and fixed ends are joined and locked with locking screws and  
connecting nuts  

The cross-sectional area of the product crimp wire is 0.035mm ± No 

dimensional tolerance is ° 0.13  

 

 

 

Technical characteristics  

Ambient temperature : -55ɫ ~ +125 ɫ  

vibrationMotion:10Hz ~ 2000Hz  196m/s±  

Random vibration: Power spectral density 0.4G2/Hz total speed root mean square value of 23.1G 

impact:980m/s ± 6ms  

Rated current: 1A  

Contact resistance: 2˅1mƑ  

Insulation resistance: ˆ5000M Ƒ  100 VDC 

Dielectric voltage: 250V  

Mechanical life: 200 cycles  

 

Spectral arrangement  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Note: The above arrangement is an example of the top view of the end face of the plug butt.  
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J63A series smaller rectangular electrical connector  
 
 
Model designation  

 
 
 
 
 
 
 

Principal name code:J63A  

Contact rows: 2 -  Indicates two rows of contacts  

Product Type:1 -  Straight plug (crimp/straddle type)  

 3-  Install the crimp plug horizontally  

5 -  Vertical mounting crimping plug with tail cover  

7-  Horizontal mounting crimping plug with tail cover  

9 -  A vertical mounting crimping plug  

A -  vertical gauge plug  

C -  a horizontal meter affixed plug E -  Bent 

insert printed board type plug G -  In- line 

printed board type plug J -  crimp type 

connection  

U-  Crimp plug with guide post  floating mounting Shell 

plating: 2 -  Nickel plating  

2 -  Straight socket (crimp/straddle)  

4 -  Install the crimp socket horizontally  

6 -  Vertical mounting crimp socket with tail cover  

8 -  Horizontal mounting crimp socket with tail cover  

0 -  Vertical mounting crimping plug with tail cover B - 

Vertical gauge socket  

D -  Horizontal meter attached socket  

F -  Bent insert printed board type socket  

H - Always plug in the printed board type socket  
 
 
W -  crimp socket with pilot hole  

Number of contact parts: 9, 15, 21, 25, 31, 37, 51, 65, 69, etc., the number of contact parts is expressed by 3 digits, such as 9 
core is 009  
 

Contact termination form:  

12 - A vertical/horizontal/straddle type table mount pin  

22 - A vertical/horizontal/straddle type table mount jack  

13 - A printed board type pin with a pin length of 2.77mm  

23 - a live printed board jack, pin length 2.77mm  

14 - Insert the printed board pins with a length of 3.56mm  

24 - a live printed board type jack, pin length 3.56mm  

15 - A live printed board type pin with a pin length of 4.37mm  

25 - Insert the printed board jack with a pin length of 4.37mm  

16 - crimp type pin  

26 - crimp type jack  

32 - Bent insert printed board type pin, pin length 2.77mm  

43 - Bent PCB type jack, pin length 2.77mm  

33-  Bent insert printed board type pin, pin length 3.56mm  

44 - Bent printed board type jack, pin length 3.56mm  

34 -  Bent insert printed board type pin, pin length 4.37mm 45 - 

Bent PCB type jack, pin length 4.37mm  

PP -  The plug is connected to the plug  

PS -  The plug is connected to the socket  

SS -  The socket is connected to the socket 

Contact plating: 1 -  gold plating  

Lock type: 00 -  No locking parts; JC -  a locking screw (one slot); Jc1 -  locking screw (hex socket, not recommended);  

TH -  Connecting nut; TH1 connection nut for welding installation function; SH -  Guide sleeve with welding mounting function; NH -  Guide 

sleeve with nut mounting; DZ -  guide column; DK -  Guide hole. (Lock parts are not removable)  

 

Note: If you want to exchange and connect with similar foreign products, please choose our J63 series products 
(main name code without "A ").  

- 2-  



 
www. nasirelectronic.com TEL: 09121989458  

 
 
 
 

J63A series smaller rectangular electrical connector  
 
Selection of paired products  

Due to the small size of the product, if the plug and socket are not equipped with locking parts, there is no force point whe n the product is  
inserted and removed, the product will be difficult to achieve insertion and separation. Therefore, the product n eeds to be connected by  
locking screws and connecting nuts (except blind connectors). The screw thread method is used for screwing connection, the in sertion and  
removal process is gentle, does not cause impact on the product, and is conducive to protecti ng the product and peripheral components.  
Therefore, under normal circumstances, when pairing connectors are selected, one end should have a connecting nut (TH) and th e other end  
should have a locking screw (JC).  

Select a product with guide accessories. The connector is equipped with guide accessories without locking parts. After connec ting, secure the mounting plate 
to prevent the connector from slipping out. When selecting a pairing connector with a guide attachm ent, one end should have a guide post and the other 
end should have a guide hole.  
 

Typical pairing product  

 

Master type  Pairable model  

 
 
 
 
 
 
 
 
 
 
 
Crimping plug with locking screw:  
 
 
Crimping plug with locking screw and tail cover:  
 
 

Flexible printed board plug with locking screw:  
 
 

Straddle flexible mount plug:  

J63A-222-ÖÖÖ 261-TH (Vertical mounting crimp socket)  

J63A-242-ÖÖÖ 261-TH (Horizontal mounting crimping socket)  

J63A-262-ÖÖÖ 261-TH (Vertical mounting crimp socket with tail cover)  

J63A-282-ÖÖÖ 261-TH (Horizontal mounting crimp socket with tail cover)  

J63A-2B2-ÖÖÖ-221-TH (Vertical surface mount socket)  

J63A-2B2-ÖÖÖ 221-TH1 (Vertical table mount welding socket)  

J63A-2B2-ÖÖÖ 221-SH (Vertical table mount welding socket)  

J63A-2D2-ÖÖÖ-221-TH (Horizontal surface mount socket)  

J63A-2F2-ÖÖÖ 431-TH (bent insert printed board socket)  

J63A-2H2-ÖÖÖ-231-TH (in - line printed board socket)  

J63A-222-ÖÖÖ-221-TH (Straddle type flexible mount socket)  

 J63A-232-ÖÖÖ-161-TH (Horizontal mounting crimping plug)  

J63A-272-ÖÖÖ-161-TH (horizontal mounting crimping plug with tail cover)  

J63A-2A2-ÖÖÖ-121-TH (Vertical surface mount plug)  

J63A-2C2-ÖÖÖ-121-TH (Horizontal surface mount plug)  

J63A-2E2-ÖÖÖ 321-TH (bent insert printed board plug)  

J63A-2G2-ÖÖÖ 131-TH (Live printed board plug)  

J63A-292-ÖÖÖ 161-TH (Vertical mounting crimping plug)  

J63A-202-ÖÖÖ-161-TH (vertical mounting crimping plug with tail cover)  

 J63A-2W2-ÖÖÖ-261-00 (Crimped socket with guide hole flange)  

J63A-222-ÖÖÖ 261-NH (Crimping socket with guide hole nut mounting)  

J63A-2B2-ÖÖÖ 221-NH (with guide hole nut mounting table socket)  

J63A-2B2-ÖÖÖ-221-SH (with guide hole welded mounting table socket)  

J63A-2F2-ÖÖÖ 431-DK (bend socket with guide hole)  

J63A-2H2-ÖÖÖ 231-DK (straight socket with guide hole)  
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J63A series smaller rectangular electrical connector  
 
 
 
 
Product docking diagram  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Crimp plug, crimp socket (vertical mounting)  Crimp plug, crimp socket (horizontal mounting)  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Crimp socket, crimp plug (horizontal mounting)  Crimp socket, crimp plug (vertical mounting)  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Pressure connector  Pressure connector  
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J63A series smaller rectangular electrical connector  
 
 
 

Product docking diagram  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Floating mounting crimping plug, crimping socket (flange mounting)  Floating mounting crimping plug, crimping socket (bolt and nut mounting)  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Crimp shielded plug, crimp shielded socket (vertical mounting)  Crimp shield socket, crimp shield plug (vertical mounting)  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Crimp shielded plug, crimp shielded socket (horizontal mounting)  Crimp shield socket, crimp shield plug (horizontal installation)  
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J63A series smaller rectangular electrical connector  
 
Product docking diagram  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Crimp socket, vertical gauge plug  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Vertical gauge socket (welded mounting), crimp plug  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Crimp socket, level gauge stick plug  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Crimp plug, vertical gauge socket  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Floating mounting crimp plug, vertical gauge socket (welded mounting)  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Crimp plug, horizontal gauge stick socket  
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J63A series smaller rectangular electrical connector  
 
 

Product docking diagram  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Bent insert printed board plug, crimp socket  Crimp plug, bend insert printed board socket  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Crimp socket, live printed board plug  Crimp plug, in - line printed board socket  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Horizontal meter mount socket, straddle flexible mount plug  Bent insert printed board plug, horizontal meter attached socket  
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J63A series smaller rectangular electrical connector  
 

Product docking diagram  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Bent socket (with guide hole), bent plug (with guide post)  In- line socket (with guide hole), in - line plug (with guide post)  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Vertical gauge socket (nut mount), vertical gauge plug (with guide post)  
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J63A series smaller rectangular electrical connector  
 

J63A Basic crimping series/Crimping plug series  

Order mark  
 
 
 
 
 

Nominal code  

Contact rows: 2 rows  

Connector type: 1 -  Crimp plug  

Shell plating:2 -  Nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069 

Contact type: 16 -  crimped pin  

Contact plating: 1 gold plating  

Locking type: JC a locking screw (slot, C size =1.5)  

 Jc1 locking screw (hex socket, C size =2.1)  

 

Correlation description  

The connector is a free end and is not installed. It is usually connected to a socket with a connecting nut. Locking 

screws are riveted and fixed on the shell and cannot be removed.  

Under normal circumstances, a slotted locking screw (JC) should be selected, which can be tightened with a small flat -head screwdriver, 
or the main telescopic flat -head screwdriver produced by our company can be used.  

When using the hexagonal locking screw (Jc1), it is necessary to tighten the hexagonal screwdriver with a side of 1.27mm. The  user can use 
the special hexagonal screwdriver produced by our company.  

 

 

Product dimensions drawing  
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J63A series smaller rectangular electrical connector  
 
 

J63A crimping socket series with locking screw  

Order mark  
 
 
 
 

Main name: J63A  

Contact rows: 2 rows  

Connector type: 2 -  crimp socket  

Shell plating:2 -  Nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069 
Contact type: 26 -  crimped jack  

Contact plating: 1 gold plating  

Locking type: JC a locking screw (slot, C size = 1.5)  

Jc1 locking screw (hex socket, C size =2.1)  
 

Correlation description  

The connector is a free end and is not installed. It is usually connected to a plug with a connecting nut. Locking 

screws are riveted and fixed on the shell and cannot be removed.  

Under normal circumstances, a slotted locking screw (JC) should be selected, which can be tightened with a small flat -head screwdriver, 
or the main telescopic flat -head screwdriver produced by our company can be used.  

When the hex locking screw (JC1) is selected, it is necessary to tighten the hex screwdriver with a side of 1.27mm. The user can choose 
the special hex screwdriver produced by our company.  

 

 

 

Product dimensions drawing  
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J63A series smaller rectangular electrical connector  
 
 
 
J63A vertical mounting crimp socket series  

 

Order mark  
 
 
 
 
 

Main name: J63A  

Contact rows: 2 rows  

Connector type: 2 -  crimp socket  

Shell plating:2 -  Nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069 

Contact type: 26 -  crimped jack  

Contact plating: 1 -  gold plating  

Lock type: TH -  Connecting nut  
 
 
 
 
Correlation description  

The connecting nut is of through - thread structure. The front thread is used for locking with the locking screw, and the rear thread is 
used for installation.  

Connectors are generally connected to plugs with locking screws.  
 
 

Product dimensions drawing  
       
The installation plate  

and screws are shown  
Screw insertion depth  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Mounting hole dimensions (for reference only)  
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J63A series smaller rectangular electrical connector  
 
 

J63A vertical mounting crimping plug series  

Order mark  
 
 
 
 

Nominal code  

Contact rows: 2 rows  

Contact rows: 2 rows  
Shell plating:2 -  Nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069 

Contact type: 16 -  crimped pin  

Contact plating: 1 contact plating  

Lock type: TH -  Connecting nut  
 
 

Correlation description  

The connecting nut is of through - thread structure. The front thread is used for locking with the locking 

screw, and the rear thread is used for installation.  

Connectors are generally connected to sockets with locking screws.  
 
Product dimensions drawing        

The installation plate  

and screws are shown  

Screw insertion depth  
 

 
 

 

 

 

 
 

 

 

 
 

 
 

 

 

 
 

 

 

 
 

 

 

 

 
 

 

 

 
 

 

 

 
 

 

 

 
 

 

 

 

 

Mounting hole dimensions (for reference only)  
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J63A series smaller rectangular electrical connector  
 
 
 
J63A Horizontal mounting crimping plug series  

 
Order mark  

 
 
 
 
 

Nominal code  

Contact rows: 2 rows  

Connector type: 3 - Horizontal installation plug Shell 

plating:2 -  Nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069 

Contact type: 16 -  crimped pin  

Contact plating: 1 -  gold plating  

Lock type: TH -  Connecting nut  
 
 
 
 
Correlation description  

 

The connectors are installed horizontally. When installing the connectors, contact the long row of end -attached mounting  
plates.  

Connectors are generally connected to sockets with locking screws.  
 
 
 

Product dimensions drawing  
       
The installation plate  

and screws are shown  
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J63A series smaller rectangular electrical connector  
 
 
 
J63A horizontal mounting crimp socket series  

 
Order mark  

 
 
 
 
 

Nominal code  

Contact rows: 2 rows  

Connector type: 4 - Horizontal mounting socket Shell 

plating:2 -  Nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069 

Contact type: 26 -  crimped jack  

Contact plating 1 -  gold plating  

Lock typeTH a connecting nut  

 
 
 
Correlation description  

 

The connectors are installed horizontally. When installing the connectors, contact the long row of end -attached mounting  
plates.  
 

Connectors are generally connected to plugs with locking screws.  
 
 
 

Product dimensions drawing  
        
The installation plate  

and screws are shown  
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J63A series smaller rectangular electrical connector  
 
 
 
J63A compression system column  

 

Order mark  
 
 
 
 
 

Nominal code  

Contact rows: 2 rows  

Connector type :J continuous connector Shell 

plating:2 -  Nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069  

PP -  The plug is connected to the plug, PS a plug is connected to the socket, SS a 
socket is connected to the socket  

Contact plating: 1 -  gold plating  
 
 

Correlation description  
 

The locking parts of the mark series are matched with: plug with locking screw, socket with connecting nut, and the form is u nique. The 
connection point number corresponds to one by one. If there are other special requirements, order according to "other or der mark 
form".  

The models at both ends of the connector are identified by the order mark. If you order J63A -2J2-025-PS1, the plug and socket type 
are identified as J63A -2J2025-PS1,  

Other order mark forms:  

When ordering connected cables, you can also specifically list the connected product model, indicating that it can be made in to connected 
cables, rather than according to the aforementioned "order sign". For example: J63A -212-025-161-JC and  
J63A-222-025-261-TH conjoined, the point number --  corresponding. (It is recommended to order in this way, which can meet a variety of 
special requirements)  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

- 15-  



 
www. nasirelectronic.com TEL: 09121989458   

 
 
 
 

J63A series smaller rectangular electrical connector  
 
 
 
J63A Floating mounting crimping plug series  

 

Order mark  
 
 
 
 
 

Nominal code  

Contact rows: 2 rows  

Connector type: U - floating mounting plug Shell 

plating:2 -  Nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069 

Contact type: 16 -  crimped pin  

Contact plating: 1 gold plating  

Lock part Type 00 No lock part  
 

Correlation description  

Connectors with guide posts and floating rivets are used where blind connectors are required. The 

connector is usually connected to a socket with a guide hole.  
 
 
 
 

Product dimensions drawing  
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J63A series smaller rectangular electrical connector  
 
 
 
 
 
Order mark  

 
 
 
 
 

Nominal code  

Contact rows: 2 rows  

Connector type: 2 -  crimp socket  

Shell plating: 2 -  nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069 

Contact type: 26 -  crimped jack  

Contact plating: 1 gold plating  

Lock type: NH guide sleeve with nut mounting  
 
 

Correlation description  
 
 

The connector has a guide hole and is generally interfaced with a plug with a guide post.  
 
 

Product dimensions drawing  
      
Mounting plate s cheme  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Mounting hole dimensions (for reference only)  
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J63A series smaller rectangular electrical connector  
 
 
 
J63A clamp socket series with locking screw and tail cover  

 

Order mark  
 
 
 
 
 
 
Nominal code  

Contact rows: 2 rows  

Connector type: 6 -  Crimped socket with tail cover Shell 

plating:2 -  Nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069 

Contact type: 26 -  crimped jack  

Contact plating: 1 -  gold plating  

Locking type: Locking type: JC a locking screw (slot, B size =1.5)  

JC1 locking screw (hex socket, E size =2.1)  

Note: Cable treatment: the default case is to set the shielding net first, and then set the nylon wire sleeve, if you need ot her treatment 
methods, please indicate in the contract.  

 

Correlation description  
 
 
The connector has an integrated tail cover, and the shielding net is tied to the tail cover to realize the overall electromag netic shielding of 
the connector. The tail cover is not removable.  

The connector is a free end and is not installed. It is usually connected to a plug with a connecting nut.  

Under normal circumstances, a slotted locking screw (JC) should be selected and tightened with a small flat -head screwdriver If JC1 is used, 

tighten the 1. 27mm hex screwdriver.  

 
 
Product dimensions drawing  

       
View with  the m as k removed  

 
 
 
Binding wire   Shielding mesh   

and nylon  wire slee ve  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

- 20-  



 
www. nasirelectronic.com TEL: 09121989458   

 
 
 
 

J63A series smaller rectangular electrical connector  
 
 
 
J63A vertical mounting crimp socket series with tail cover  

 

Order mark  
 
 
 
 
 

Nominal code  

Contact rows: 2 rows  

Connector type: 6 -  Crimped socket with tail cover Shell 

plating:2 -  Nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069 

Contact type: 26 -  crimped jack  

Contact plating: 1 -  gold plating  

Lock type: TH -  connecting nut  

Note: 1, this series of connectors can not be installed with standard M1.6 screws due to size limitations, so provide M1.6 Ö 6 special 
mounting screws, if you need other lengths of screws should be indicated in the contract, such as: provide special M1.6 ÖL screws (L is 
the length).  

2, cable treatment: the default case is first set of shielding net, then set of nylon wire sleeve, if you need other processi ng methods, 
please indicate in the contract.  

Correlation description  
 

The connector has an integrated tail cover, and the shielding net is tied to the tail cover to realize the overall electromag netic shielding of 
the connector. The tail cover is not removable.  

Connectors are generally connected to plugs with locking screws.  
 

Product dimensions drawing  
     
The installation plate  

View with  the m as k removed  
 
Screw insertion depth  and scre ws are shown  

 
 
 
 

Binding wire     Shielding mesh and  
 nylon wire  sleeve  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Mounting hole dimensions (for reference only)  
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J63A series smaller rectangular electrical connector  

 
J63A vertical mounting crimping plug series with tail cover  

Order mark  
 
 
 
 
 
Nominal code  

Contact rows: 2 rows  

Connector type: 0 -  Vertical mounting crimping plug with tail cover Shell 

plating:2 -  Nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069 

Contact type: 16 -  crimped pin  

Contact plating: 1 -  gold plating  

Lock type: TH -  Connecting nut  

This series of connectors cannot be installed with standard M1.6 screws due to size limitations, so special M1.6x6 mounting s crews are 
provided. If screws of other lengths are required, it should be indicated in the contract, such as: special M1.6xL screws  (L is the length) 
are provided.  

Cable treatment: The default is to set the shielding net first, and then set the nylon wire sleeve, if you need other treatme nt methods, 
please indicate in the contract.  

Correlation description  
 
 
The connector has an integrated tail cover, and the shielding net is tied to the tail cover to realize the overall electromag netic shielding of 
the connector. The tail cover is not removable.  

Connectors are generally connected to sockets with locking screws.  

 

Product dimensions drawing             
The installation plate  

View with  the m as k removed  View with the mask removed  
and screws are shown  

 
 
 
 
 
Binding wire  Shielding mesh and nylon wire sleeve  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Mounting hole dimensions (for reference only) 
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J63A series smaller rectangular electrical connector  

J63A horizontal mounting crimping plug series with tail cover  

Order mark  
 
 
 

Nominal code  

Contact rows: 2 rows  

Connector type: 7 -  Horizontal mounting plug with tail cover Shell 

plating:2 -  Nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 06 

Contact type: 16 -  crimped pin  

Contact plating: 1 -  gold plating  

Lock type: TH -  connecting nut  

Note: Cable treatment: the default case is to set the shielding net first, and then set the nylon wire 
sleeve, if you need other treatment methods, please indicate in the contract.  

Correlation description  
 

The connector has an integrated tail cover, and the shielding net is tied to the tail cover to realize the overall 

electromagnetic shielding of the connector. The tail cover is not removable.  

The connectors are installed horizontally. When installing the connectors, contact the long row of end -

attached mounting plates.  
 

Connectors are generally connected to sockets with locking screws.  
 

Product dimensions drawing  
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J63A series smaller rectangular electrical connector  

 
J63A horizontal mounting crimp socket series with tail cover  

Order mark  
 
 
 
 
 
Nominal code  

Contact rows: 2 rows  

Connector type: 8 - Horizontal mounting crimp socket with tail cover Shell 

plating:2 -  Nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069 

Contact type :26 -  crimped jack  

Contact plating: 1 gold plating  

Lock type: TH -  connecting nut  

Note: Cable treatment: the default case is to set the shielding net first, and then set the nylon wire sleeve, if you need ot her treatment 
methods, please indicate in the contract.  

Correlation description  
 

The connector has an integrated tail cover, and the shielding net is tied to the tail cover to realize the overall electromag netic shielding of 
the connector. The tail cover is not removable.  

The connectors are installed horizontally. When installing the connectors, contact the long row of end -attached mounting plates. Connectors 

are generally connected to plugs with locking screws.  

Product dimensions drawing  
       
View with  the m as k removed  

 

 

Binding wire Shielding mesh  and  

 nylon wire  sleeve  
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J63A series smaller rectangular electrical connector  

J63A vertical table plug series  

Printed board package size (for reference only)                             
Local m agnification of pin  package size   
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J63A series smaller rectangular electrical connector  

J63A vertical gauge socket series  

Order mark  
 
 
 

Nominal code  

Contact rows: 2 rows  

Connector type: B -vertical gauge socket Shell 

plating:2 -  Nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069 

Contact type: 22 -  vertical surface mount type jack  

Lock type: TH - connecting nut  

Lock type: TH - connecting nut  

NH -  Nut mounting guide sleeve  
 

Correlation description  

The connectors are welded using SMT technology.  

J63A-2B2-025-221-TH is generally connected to a plug with a locking screw, and 
J63A-2B2-025-221-NH is connected to a plug with a guide post.  

The pin is soft and easy to deform, and should be protected when used.  

Product dimensions drawing  
    
Printed board  

and mounting scre ws  
 

Screw insertion depth  

Printed board s chemat ic 
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J63A series smaller rectangular electrical connector  

J63A vertical gauge socket series  
 
Printed board package size (for reference only)  

                                
Local m agnification of pin  package size   
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J63A series smaller rectangular electrical connector  

J63A vertical table mount welding mounting socket series  

Printed board package size (for reference only)  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Local magnification of pin package size  
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J63A series smaller rectangular electrical connector  

J63A horizontal meter plug series  

Order mark  
 
 
 

Nominal code  

Contact rows: 2 rows  

Connector type: C - horizontal meter stick plug Shell 

plating:2 -  Nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069 

Contact type: 12 -  Horizontal table stick pin  

Contact plating: 1 -  contact plating  

Lock type: TH -  Connecting nut  
 
Correlation description  

The connectors are welded using SMT technology and cannot be welded manually. 

Connectors are generally connected to sockets with locking screws.  

The pin is soft and easy to deform, and should be protected when used.  
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J63A series smaller rectangular electrical connector  
 

J63A horizontal meter plug series  
 

Printed board package size (for reference only)  
 
 
 
 
 
 
 
 
 
 
 
 
 
Local magnification of pin package size  
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J63A series smaller rectangular electrical connector  
 

J63A horizontal meter socket series  
 

Order mark  
 
 
 
 
 

Nominal code  

Contact rows: 2 rows  

Connector type: D - horizontal meter attached socket Shell 

plating:2 -  Nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069 

Contact type: 22 -  horizontal table mount type jack  

Contact plating: 1 -  contact plating  

Lock type: TH -  connecting nut  
 
 

Correlation description  

The connectors are welded using SMT technology and cannot be welded manually. 

Connectors are generally connected to plugs with locking screws.  

The pin is soft and easy to deform, and should be protected when used.  
 
 

Product dimensions drawing  
    
Product dimensions drawing  
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J63A series smaller rectangular electrical connector  
 

J63A horizontal meter socket series  

Printed board package size (for reference only)  
 
 
 
 
 
 
 
 
 
 
 
 
Local magnification of pin package size  
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J63A series smaller rectangular electrical connector  
 

J63A bent insert printed board plug series  
 

Order mark  
 
 
 
 
 

Nominal code  

Contact rows: 2 rows  

Connector type: E -90  ̄bent printed board plug Shell 

plating: 2 -  nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069  

Type of contact parts: 32 -bent insert printed board type pin, lead length 2.77mm;  

 33-Pin length 3.56mm; 34 -  Pin length 4.37mm  

Contact plating: 1 gold plating  

Lock type: TH -  Connecting nut  
 DZ -  Guide post  

 
 

Correlation description  
 

Connector pin lengths are available in three sizes, and other lengths need to be customized.  

J63A-2E2-025-321-TH is generally connected to a socket with locking screws, and J63A -2E2-025-321-DZ is generally connected 
to a socket with a guide hole (or guide sleeve).  

 
 

Product dimensions drawing  
     
Mounting plate and  
safetyScre w sett ing scheme  

 
 
 
 
 

Mounting plate and  
safetyScre w sett ing scheme 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

- 35-  



 
www. nasirelectronic.com TEL: 09121989458   

 
 
 

J63A series smaller rectangular electrical connector  
 

J63A bent insert printed board plug series  
 
Printed board package size (for reference only)  
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J63A series smaller rectangular electrical connector  
 

J63A bent insert printed board plug series  

Printed board package size (for reference only)  
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J63A series smaller rectangular electrical connector  
 

J63A flexible printed board plug series with locking screw  
 

Order mark  
 
 
 
 
 

Nominal code  

Contact rows: 2 rows  

Connector type: E -90  ̄bent printed board type plug Shell 

plating:2 -  Nickel plating  

Number of contacts: 009, 015, 021, 025, 031, 037, 051, 065, 069  

Contact type: 32 -  bent insert printed board type pin, lead length 2.77mm;  

 33-  Pin length 3.56mm; 34 -  Pin length 4.37mm  

Contact plating: 1 gold plating  

Lock type: JC -  lock screw (slot, C size = 1.5)  

JC1 locking screw (hex socket, C size =2.1)  
 

Correlation description  
 

Connector pin lengths are available in three sizes, and other lengths need to be customized.  

The connector is free and not installed. It is usually connected to a socket with a connecting nut. Pin end 

welded flexible printed board.  

Under normal circumstances, a slotted locking screw (JC) should be selected and tightened with a small flat -head screwdriver. If JC1 is used, 

tighten the 1. 27mm hex screwdriver. tight  
 
 
 
 

Product dimensions drawing  
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